
Balances

Ohaus® Adventurer™ Pro  Analytical and Precision Balances

STANDARD FEATURES

points, auto tare, and output layout options including single or 
multiple lines, four-line feed and form feed

checkweighing, percentage weighing, totalization, display hold
™ optional available

Optional Feature

AV53

AV212

AV412–AV8101

AV-64; AV114; 
AV264

SPECIFICATIONS

CAPACITY:
AV64: 65 g 

AV114: 110 g

AV264: 260 g

AV53: 51 g

AV213: 210 g

AV313: 310 g

AV212: 210 g

AV412: 410 g

AV812: 810 g

AV2102: 2100 g

AV3102: 3100 g

AV2101: 2100 g

AV4101: 4100 g

AV8101: 8100 g

READABILITY:
AV53, AV213, AV313: 0.001 g

AV412, AV812, AV2102, AV3102: 0.01 g

AV2102, AV4101, AV8101: 0.1 g

AV64, AV114, AV264: 0.1 mg

REPEATABILITY (STD. DEV): 
AV53, AV213, AV313: 0.001 g

AV213, AV412, AV812, AV2102, AV3102: 0.01 g

AV2101, AV4101, AV8101: 0.1 g

AV64, AV114, AV264: 1 g

LINEARITY:
AV53, AV213, AV313: ±0.002 g

AV213, AV412, AV812, AV2102, AV3102: ±0.02 g 

AV2101, AV4101, AV8101: ±0.2 g

AV64, AV114: ±0.2 g

AV264: ±0.3 mg

WEIGHING UNITS:
Milligram, gram, kilogram, ounce, pound, carat, 
pennyweight, ounce troy, grain, newton, Hong 
Kong tael, Singapore tael, Taiwan tael, momme, 
tical, baht, mesghal, tola, custom

TARE RANGE:
To capacity by subtraction

STABILIZATION TIME:
AV53: 2.5 seconds

AV212, AV313: 3 seconds

AV212: 1.5* seconds

AV412, AV812, AV2102, AV3102: 3 seconds

AV2102, AV4101, AV8101: 2* seconds

OPERATING TEMPERATURE 
RANGE:

POWER:
 

CALIBRATION:
Digital with external weight/available with internal 
calibration, see back

DISPLAY TYPE:
2-line LCD with backlight

PAN SIZE WITH INCAL:

AV412, AV812, AV2102, AV3102, AV4101, 

PAN SIZE WITHOUT INCAL:

AV2101, AV4101, AV8101: 5.8 in x 6.3 in 

OVERALL DIMENSIONS  
(W x H x D) WITH INCAL:

AV213, AV313: 8.7 in x 7.5 in x 11.8 in 

AV213, AV412, AV812, AV2101,  
AV3102: 8.7 in x 3.3 in x 11.8 in  

OVERALL DIMENSIONS  
(W x H x D) WITHOUT INCAL:

AV553: 7.6 in x 5.7 in x 10 in  

AV212, AV313: 8.7 in x 7.5 in x 11.8 in  

AV212, AV412, AV812: 7.6 in x 2.8 in x 10 in  

AV2101, AV3102: 8.7 in x 3.3 in x 11.8 in  

AV2102, AV4101, AV8101: 7.6 in x 2.8 in x 10 in  

AV64, AV114, AV264: 8.7 in x 12 in x 11.8 in  

NET WEIGHT WITH INCAL:

NET WEIGHT WITHOUT INCAL:

ESTIMATED SHIPPING WEIGHT:
14 - 16 lbs 

WARRANTY:
Two-year limited warranty

*Note: Models AV212C, AV2101C, AV4101C and AV8101C have a stabilization time of 3 seconds

APPROVALS


