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Sartorius® Extend Series  Analytical/Precision Balances

STANDARD FEATURES

Analytical

weighing, density determination, calculation, unit toggle            

Precision

such as weigh averaging/dynamic animal weighing, net-total 
formulation or counting

weighing, density determination, calculating unit toggle             

internal calibration

SPECIFICATIONS

REPEATABILITY:
Analytical: 0.0001 g

Precision: ED153, ED153-CW, ED323S, 
ED323S-CW, ED423S, ED423S-CW, ED623S, 
ED623S-CW: 0.001 g

ED822, ED822-CW, ED2202S, ED2202S-CW, 
ED3202S, ED3202S-CW, ED4202S, ED4202S-
CW, ED6202S, ED6202S-CW: 0.01 g

ED2201, ED2201-CW, ED5201, ED5201-CW, 
ED8201, ED8201-CW: 0.1 g

LINEARITY:
Analytical: 0.0002

Precision: ED153, ED153-CW, ED323S, 
ED323S-CW, ED423S, ED4223S-CW, ED623S, 
ED623S-CW: 0.002 g

ED822, ED822-CW, ED2202S, ED2202S-CW, 
ED3202S, ED3202S-CW, ED4202S, ED4202S-
CW, ED6202S, ED6202S-CW: 0.01 g

ED2201, ED2201-CW, ED5201, ED5201-CW, 
ED8201, ED8201-CW: 0.1 g

RESPONSE TIME:
Analytical: 2.5 seconds

Precision: ED153, ED153-CW: 1.3 seconds

ED323S, ED323S-CW, ED423S, ED423S-
CW, ED623S, ED623S-CW, ED822, ED822-
CW,ED2201, ED2201-CW, ED5201, ED5201-
CW, ED8201, ED8201-CW:  1 second

ED2202S, ED2202S-CW, ED4202S, ED4202S-
CW, ED6202S, ED3202S-CW: 1.1 seconds

SENSITIVITY DRIFT:
-6 ppm/˚C

CALIBRATION: 
isoCAL

PAN SIZE:
3.5 in

CALIBRATION WEIGHT:
Internal

WARRANTY:
Three-year limited warranty
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