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MA35 Series MA100 Series

SPECIFICATIONS

CAPACITY:
MA35: 35 g

MA100: 100 g

MA150: 150 g

READABILITY:

REPEATABILITY:
MA35, MA150:>/= 1 g for samples +/-0.2%

≤ 5 g for samples ±0.05 g

MA100: >/= 1 g for samples 0.1%

>/=5 g for samples +/-0.02%

DISPLAY MODE FOR RESULTS:

RATIO, g residue

RATIO, g residue, g/kg residue, mg weight loss, 

RATIO, g residue

HEATING MODE: 
MA35: Standard drying

drying, phase drying

MA150: Standard drying, phase drying

ANALYSIS MODE 
Fully automatic: MA100, MA150

Semi-automatic: MA100, MA150-1-50 mg/5-300 
sec., 0.1-5.0%/5-300 sec.

Timer settings: MA35, MA150-1x0.1-99 min. 
MA100-3+0.1-999 min

Timer mode + fully/semi-automatic: MA100-
2+0.1-999 min.+automatic

HEATING UNIT: 

MA150

MA150

TEMPERATURE RANGE:

CALIBRATION: 
MA35, MA150: External

MA100: Internal

CALIBRATION WEIGHT:
MA150 Series: 30 g

MA100 Series: 50 g

REPROTEST: 
MA100

PAN SIZE:

BAR CODE SCANNER:
MA100

WEIGHT:
MA150: 12.1 lb

MA35: 12.8 lb

MA100: 17.6 lb.

DIMENSIONS:
MA35: 8.7x7.1x7.4

MA100: 13.8x17.8x6.1

MA150: 8.4x12.6x7.1

INTERFACE:
MA35, MA150: RS-232C unidirectional

MA100: RS-232C bidirect;  
RS-485 optional

DATA PRINTER:

WARRANTY:
Three-year limited warranty

MA150 Series

STANDARD FEATURES

     Additional Features, All IR Moisture Analyzers

remaining dry residue in weight

     Additional Features, MA35

Sartorius® MA Series  Moisture Analyzers

 Additional Features, MA100 & MA150

initial weight reading

drying swift parameter mode

memories, and the MA100 has 30 program memories

conditions

integrated printer


