
Instrumentation/Process Control

STANDARD FEATURES

 
rapid-response display

 
communication

®

 advanced digital filtering

SURVIVOR® CW-80 Checkweigher Indicator Only

SPECIFICATIONS

DISPLAY:

available at each digit

STATUS ANNUNCIATORS:

KEYBOARD:
8-key touch control with international symbols

BAR GRAPH:

to target value

INTERNAL RESOLUTION:

DISPLAY RESOLUTION:

MEASUREMENT RATE:
25 updates/second

SYSTEM LINEARITY:
0.01% of F.S.

ZERO STABILITY:
100 nV/°C maximum

SPAN STABILITY:
3 ppm/°C maximum

AZM (ZERO TRACK):

OPERATIONAL AZM:
±2% or 100% F.S.

MOTION BAND:

CALIBRATION METHOD:
Software

DIGITAL FILTER:

SENSE AMPLIFIER:
Differential amplifier with 6-wire sensing

RFI PROTECTION:
 

DIGITAL OUTPUTS:

EDP PORT:

LINE VOLTAGES:
Available in 109-127 or 208-240 VAC models 

FREQUENCY:
50 or 60 Hz

OPERATING TEMPERATURE:

APPROVALS:

CUL and UL listed

CE marked

WARRANTY:
Two-year limited warranty

Measurement
Canada

Approved

APPROVALS

DIMENSIONS
A F
B G
C H
D I
E


